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Type 2201-1 Impedance Matching Transformer
for DO-160 Section 17

for use with Solar Type 7054-1 Transient Pulse Generator

SPECIFICATIONS

REQUIREMENTS

Tr: ≤ 2 µS (0 to crest)

Duration: > 10 µS (0 to crossover)

Generator impedance: 50 Ω load generator with 50 Ω. Voltage must drop to half
the open circuit voltage ± 10% (40.9 Ω to 61.1 Ω)

Peak voltage: Up to 600 V peak

Due to core saturation the EUT current must not exceed 12 A for 50 Hz, 60 Hz
and 6 A for 400 Hz.
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Custom Quotes
To meet the needs of our clients,
Solar Electronics Company
engineers are in the lab every day,
designing new products and
expanding our line. If you don't
see a Solar product that suits
your application, please send us
your specifications so we can
provide a solution. 

800-952-5302
or 
online quotes form

Orders and Production
800-952-5302
818-755-1700 
fax: 818-755-0078 
sales@solar-emc.com
10866 Chandler Blvd.
North Hollywood, CA 91601

Map link

Service Support
service@solar-emc.com 

Webmaster

Accounting Only
818-766-3596
fax: 818-766-8811
5238 Laurel Canyon Blvd.
North Hollywood, CA 91607 

All Solar Electronics products are
made in the USA. 
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