
There is some interaction of 
these controls and when one is adjusted,
the other should be readjusted and this 
action repeated several times. With careful 
attention to this, it should be possible to 
reduce the levels to below 300 millivolts 
on the voltmeter.

In the test setup shown above,
the purpose of the power line isolation 
transformer, Type 7032-1, is to eliminate the 
power ground or chassis earth connection of 
the voltmeter and the oscilloscope.The chassis 
of these units floats on the power leads and must 
be isolated to prevent short circuits. Operating 
personnel should avoid touching the case or 
chassis at the same time they are in contact 
with earth connected items.

Application InformationTYPE 7021-1 PHASE SHIFT NETWORK
The Type 7021-1 Phase Shift Network phases
out the power frequency without disturbing 
the injected frequency seen by the VTVM,
analog voltmeter, or scope in Method CS01 
of MIL-STD-462. The network prevents the 
power frequency from reaching the indicating
device, but doesn’t interfere with the normal
power connection to the test sample. Properly
adjusted, it has no effect on the injected 
frequency, so the voltmeter or scope will indicate 
the injected level. Contains variable resistance
and capacitance in a bridge-type circuit which 
is manually adjusted for null before the injected 
signal is applied. Does a fine job on 50 Hz, 60 Hz,
and 400 Hz power lines. Either 115 volt or 230 volt
operation.

The various terminals on the Type 7021-1 are
interconnected internally as shown by the heavy
lines drawn on the panel. These connections are
capable of carrying up to 50 amperes of power
current. For power currents up to 200 amperes,
the Type 8121-1 Adapter can be plugged into
the terminals of the Type 7021-1 unit. The
adapter provides .375” threaded studs for carry-
ing the larger power current to the test sample.
(The adapter must be ordered separately.) Safety 
precautions must be observed since all power
terminals are exposed.

The operation of the Phase Shift Network is rela-
tively simple. With the audio source connected,
but its level reduced to minimum, adjust the resis-
tance elements (the two upper knobs on the
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